
STREET SIDEACCESS DOOR
GFI LPIUC

4" DIA. FLUTED POLE
0.125 WALL THICKNESS
6061-T6 STRUCTURAL GRADE ALUMINUM

POLE WELDED FOR SINGLE UNIT CONSTRUCTION
BLACK SEMI-GLOSS FINISH

LOW PROFILE 20A DUPLEX GFI
RECEPTACLE WITH IN USE COVER

CLEAR ACRYLIC ACORN FIXTURE

LED TYPE AND DRIVER TBD
LIGHT DISTRIBUTION PATTERN TBD
4000 KELVIN

ACCESS DOOR

17" DIA BASE, 3/4" FLOOR THICKNESS
4 ANCHOR BOLTS

DRIVER COMPARTMENT

STREET SIDE

12" DIA. BC DIAMOND PATTERN
(4) 1/2" DIA. BOLTS

MUNICIPALLY MAINTAINED LIGHTING TO CONFORM TO CITY LIGHTING STANDARDS. CONTRACTOR SHALL SUBMIT SHOP DRAWING
OF ENTIRE POLE FIXTURE (POLE, SHAFT, FIXURE, FITTER, DRIVER, LED, TYPE, ETC.) TO THE CITY FOR APPROVAL PRIOR TO
FURNISHING.

ELECTRICAL LOAD CAPACITY CALCULATIONS FOR CIRCUITS TO BE PERFORMED BY AN ENGINEER.  PRIMARY CONDUCTOR WIRE
SIZE AND CONDUIT SIZE TO BE SUBMITTED TO THE CITY FOR APPROVAL PRIOR TO FURNISHING.

FIXTURE AND GFI RECEPTACLE POWERED INDEPENDENTLY AND CONTROLLED BY SEPARATE PHOTOCELLS AT THE PANEL.

NOTES:

FINIAL CAP

TYPICAL STREET LIGHT

STANDARD DETAIL

NOT TO SCALESCALE SD 9-04

D.E.C., P.E.CHECKED BY

JSR

MARCH, 2020

DRAWN BY

DATE:

WILMINGTON N.C. 28402

(910) 341-7807

CITY OF WILMINGTON ENGINEERING

NORTH CAROLINA
ILMINGTONWCITY OF

PO BOX 1810
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